
La microtela lavata in 
controcorrente e la catena 
dragante rendono 
l’impianto autonomo e a 
ridotta manutenzione.

The self-cleaning drum filtraon systems type AU are used in mechanical 
machining for the filtraon of coolants and liquids containing any kind of 
contaminang parcles. Due to the high filtering surface, given by the cir-
cumference and width of the rotang drum, you can get significant capaci-
es in small spaces.
This filtraon systems are suitable for the filtraon of coolants (emulsion or 
whole oil) used on machines for the producon of pipes and profiles, opera-
ng machines with chip removal, with tools or by abrasion, in grinding 
machines, transfer machines, work centers, drawing, lapping and honing 
machines, etc...; are also suitable for the filtraon of the washing water 
and of use in industrial producon processes such as washing machines, 
quenching waters, painng waters, etc...
TheThe filtraon systems type AU separate any type of ferrous or non-ferrous 
contaminang parcles from the coolant.
The self-cleaning rotang drum filtraon systems operaon is completely 
automac, without disposable filtering fabric:  filtraon occurs with a per-
manent micromesh, made in stainless steel or plasc, connuously washed 
from the inside and from the outside in counterflow, with pressurised clean 
liquid taken directly from the drum.
The self-cleaning drum filtraon systems type AU can be fied individually, 
already assuring an excellent efficiency, but can also be combined with any 
type of filtraon system to obtain the grade of filtraon desired, for 
example magnec separators.

Suitable for flow rates of 20 up to 5.000 lts/min.
Can be fied to single machines or centralised systems.

I depuratori a tamburo autopulen po AU vengono ulizza nelle lavorazioni 
meccaniche per la filtrazione di lubrorefrigeran e liquidi in genere conte-
nen parcelle inquinan di qualsiasi natura. Grazie all’elevata superficie fil-
trante, data dalla circonferenza e dalla larghezza del cestello, è possibile 
oenere  portate considerevoli in spazi rido .
I depuratori di questo po sono ada  per la filtrazione dei liquidi refrigeran 
(emulsioni ed oli interi) ulizza su macchine per la produzione di tubi e 
profili, macchine operatrici ad asportazione di truciolo, con utensile o per 
abrasione, nelle re ficatrici, sulle macchine transfer, centri di lavoro, trafila-
trici, lappatrici, levigatrici, ecc..; sono inoltre ada  per la filtrazione delle 
acque di lavaggio e di ulizzo in processi di produzione industriale come lava-
trici, acque di tempra, acque di verniciatura, ecc...
I depuratori Serie AU, separano dal liquido refrigerante qualsiasi parcella 
inquinante, ferrosa o non ferrosa.
Il funzionamento dei depuratori a tamburo autopulen è completamente 
automaco, senza tessuto filtrante a perdere: la filtrazione avviene per mezzo 
di microtela permanente, realizzata in acciaio inox o in plasca, connua-
mente lavata dall’interno e dall’estermo in controcorrente con liquido pulito 
in pressione prelevato dal tamburo stesso.
II depuratori a tamburo autopulen serie AU possono essere impiega singo-
larmente, assicurando già un’o ma efficacia, ma possono essere combina 
con altri sistemi di filtrazione per oenere il grado di filtrazione desiderato, 
come ad esempio i separatori magneci.

Disponibili per portate da 20 a 5.000 lt/min.
Ulizzabile con singole macchine o per impian centralizza.
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La filtrazione del liquido nei depuratori a tamburo autopulen serie 
AU avviene tramite la pressione, dovuta all’alto baente di liquido, 
esercitata sulla microtela permanente e sul tamburo.

E’ possibile ulizzare una pompa di aspirazione per aumentare la 
depressione e accentuare il passaggio del liquido da zona sporco 
(esterno tamburo) a zona pulito (interno tamburo).

LaLa pompa di aspirazione può mandare il liquido depurato 
direamente all’ulizzo oppure in una vasca di raccolta del liquido 
pulito.

Quando la pompa di aspirazione non è prevista il liquido depurato 
arriverà per caduta (gravità) in una vasca del pulito posizionata al di 
soo del filtro.

IInfa , i depuratori a tamburo autopulen serie AU possono essere 
installa al di sopra di una vasca di raccolta del liquido depurato 
dove posizionare la stazione di pompaggio per l’invio del liquido 
all’ulizzo e gli altri elemen come microinterruori di livello, 
scambiatori di calore, ecc.

LeLe caraerische costru ve dei depuratori a tamburo autopulen serie 
AU in fase di scarico permeono di oenere una buona asciugatura 
dei fanghi prima della loro evacuazione.

CARATTERISTICHE

Il funzionamento dei depuratori a tamburo autopulen serie AU è 
completamente automaco, sia nella fase di depurazione che in 
quella di scarico dei fanghi.

IlIl liquido da depurare viene inviato all’interno del filtro dove è 
alloggiato un tamburo rotante (e in connuo movimento) completo di 
microtela filtrante (in acciai inox o in materiale plasco). A seguito del 
riempimento di liquido sporco nella zona di filtraggio, lo stesso inizia a 
drenare araverso la microtela permanente disposta sul tamburo e 
quindi deposita su di esso le parcelle inquinan.

QueQuesto passaggio di liquido da zona sporco (esterno tamburo) a zona 
pulito (interno tamburo), può essere accentuato dalla depressione in 
fase di aspirazione di una pompa del pulito collegata all’interno 
tamburo e costantemente in funzione.

LLa microtela disposta sul tamburo rotante viene costantemente lavata 
sia dall’interno che dall‘esterno tramite le barre ugelli posizionate 
sopra il livello del liquido. Il lavaggio viene sempre effeuato con 
liquido pulito prelevato tramite pompa dall’interno del tamburo o 
dalla vasca del pulito.

LeLe parcelle inquinan che si depositano sul fondo della zona dello 
sporco vengono evacuate da una catena dragante posizionata sul 
fondo dell’impianto di filtrazione.

Sui la del tamburo rotante opportune par sagomate garanscono 
una perfea tenuta della microtela sul tamburo evitando infiltrazioni 
di liquido da depurare nel depurato.

CICLO FUNZIONALE
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The filtraon of the liquid in the self-cleaning drum filtraon systems 
series AU occurs by pressure, due to the high liquid head, exerted on 
the permanent micromesh and on the drum.

It is pobbile to use a sucon pump to increase the depression and 
accentuate the passage of the liquid from the dirty area (drum 
exterior) to the clean (drum interior).

TheThe sucon pump can send the purified liquid directly to the user 
point or in a clean liquid collecon tank .

When the sucon pump is not present, the purified liquid will come 
to fall (by gravity) in a clean tank placed below the filter.

InIn fact, the self-cleaning drum filtraon systems series AU can be 
installed on top of a purified liquid collecon tank, where the nozzles 
bars feeding pump, clean liquid to the usre point pumping group and 
other elements such as level switches, heat exchanger groups, etc. 
can be installed.

TheThe manifacturing features of the self-cleaning drum filtraon 
systems series AU in the mud discharge phase, allow to obtain a 
good drying of the sludge before its evacuaon.

FEATURES

The operaon of the self-cleaning drum filtraon systems series AU is 
completely automac, both in the filtraon stage, both in the sludge 
discharge.

TheThe liquid to be filtered is sent inside the filter where is housed a 
rotang drum (and constantly moving) complete with micromesh 
filter (made in stainless steel or in plasc material). Following the 
filling of dirty liquid in the filtering zone, it starts to drain through the 
permanent micromesh posioned on the drum and then the pollung 
parcles are deposited on it.

ThisThis passage of liquid from the dirty area (drum exterior) to the clean 
area (drum interior), can be increased by depression created in sucon 
phase of a clean liquid pump, connected to the drum interior and in 
connuous operaon.

TheThe micromesh present on the rotary drum is constantly washed both 
inside and outside through the bars nozzles posioned above the 
liquid level. The washing operaon is always carried out by pump with 
clean liquid coming from the drum interior or from the clean tank.

The pollung parcles that are deposited on the boom of the area of 
  the dirt are evacuated by a dredging chain posioned on the boom 
of the filtraon system.

OnOn the sides of the rotang drum suitable shaped parts guarantee a 
perfect seal of the micromesh on the drum, avoiding infiltraons of 
unfiltered liquid into the drum.

OPERATION CYCLE
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